
Mk4/DiFX fourfit 3.18 rev 2251 1055+018.0D458V, No0038, Ak�
ALMA - VLBA_KP, fgroup W, pol RL
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Fringe quality

SNR
Int time
Amp
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SBD
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Fringe rate (Hz)
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Ref freq (MHz)
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Exp.
Exper #
Yr:day
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RA & Dec (J2000)

Amp. and Phase vs. time for each freq., 23 segs, 37 APs / seg (18.94 sec / seg.), time ticks 30 sec
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L
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86124.00 Freq (MHz)
120.1 Phase
0.5 Ampl.
128.5 Sbd box
817/0 APs usedU/L
0 PC freqsA
1000 PC freqsk
0:0 PC phaseA:k
0:0 Manl PCA:k

PC ampA 1000
1000k
W00UR Chan idsA

W00UL Chan idsk

86156.00
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86188.00
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86252.00
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0
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86284.00
114.6
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0
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0:0
0:0
1000
1000
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W05UL

86316.00
132.1
0.5
128.8
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0
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0:0
0:0
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Tracks
W06UL

Tracks

86348.00
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129.2
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0
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All
120.8

0.5
129.1

Group delay (usec)(sbd)
Sband delay (usec)
Phase delay (usec)
Delay rate (us/s)
Total phase (deg)

6.46811949377E+03
6.46811914804E+03
6.46811853393E+03
-7.90627229289E-01

184.7

Apriori delay (usec)
Apriori clock (usec)
Apriori clockrate (us/s)
Apriori rate (us/s)
Apriori accel (us/s/s)

6.46811853004E+03
-2.1070027E+03

6.5766002E-07
-7.90625988934E-01
-4.82498734774E-05

Resid mbdelay (usec)
Resid sbdelay (usec)
Resid phdelay (usec)
Resid rate (us/s)
Resid phase (deg)

9.63735E-04
6.18000E-04
3.89577E-06

-1.24035E-06
120.8

+/-
+/-
+/-
+/-
+/-

1.1E-04
8.8E-04
1.9E-07
7.8E-10

5.9

RMS Theor. Amplitude 0.497 +/- 0.025 Pcal mode: MANUAL,  MANUAL PC period (AP’s) 5,  5
ph/seg (deg) 58.2 14.1 Search (2048X32) 0.486 Pcal rate: 0.000E+00,  0.000E+00  (us/s) sb window (us)   -1.000    1.000
amp/seg (%) 84.1 24.5 Interp. 0.000 Bits/sample: 2x2 SampCntNorm: enabled mb window (us)   -0.016    0.016
ph/frq (deg) 11.1 8.3 Inc. seg. avg. 0.858 Sample rate(MSamp/s): 64 dr window (ns/s)   -0.011    0.011
amp/frq (%) 11.0 14.5 Inc. frq. avg. 0.499 Data rate(Mb/s): 1024 nlags: 128 t_cohere infinite ion window (TEC)    0.00     0.00
A: az 30.0  el 62.2  pa -152.7 k: az 107.4  el 28.1  pa -54.0 u,v (fr/asec) 4449.445  -8229.552 simultaneous interpolator
Control file: cf_1234_gmva    Input file: /Exps/c181d/v2_pc1/1234/No0038/Ak..0D458V    Output file: /Exps/c181d/v2_pc1/1234/No0038/Ak.W.20.0D458V


