
Mk4/DiFX fourfit 3.18 rev 2251 OJ287.0D459T, No0039, Am�
ALMA - VLBA_MK, fgroup W, pol RL
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Amp. and Phase vs. time for each freq., 23 segs, 42 APs / seg (21.50 sec / seg.), time ticks 30 sec
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Group delay (usec)(sbd)
Sband delay (usec)
Phase delay (usec)
Delay rate (us/s)
Total phase (deg)

1.84953067228E+03
1.84952991066E+03
1.84952860561E+03

-1.75627229851E+00
31.3

Apriori delay (usec)
Apriori clock (usec)
Apriori clockrate (us/s)
Apriori rate (us/s)
Apriori accel (us/s/s)

1.84952860616E+03
-2.1159988E+03
-2.8999969E-08

-1.75627129747E+00
-4.92252598595E-05

Resid mbdelay (usec)
Resid sbdelay (usec)
Resid phdelay (usec)
Resid rate (us/s)
Resid phase (deg)

2.06612E-03
1.30450E-03

-5.55781E-07
-1.00104E-06

-17.2

+/-
+/-
+/-
+/-
+/-

1.8E-04
1.4E-03
3.0E-07
1.1E-09

9.4

RMS Theor. Amplitude 0.288 +/- 0.024 Pcal mode: MANUAL,  MANUAL PC period (AP’s) 5,  5
ph/seg (deg) 42.1 22.6 Search (2048X32) 0.264 Pcal rate: 0.000E+00,  0.000E+00  (us/s) sb window (us)   -1.000    1.000
amp/seg (%) 41.5 39.4 Interp. 0.000 Bits/sample: 2x2 SampCntNorm: enabled mb window (us)   -0.016    0.016
ph/frq (deg) 15.9 13.3 Inc. seg. avg. 0.344 Sample rate(MSamp/s): 64 dr window (ns/s)   -0.011    0.011
amp/frq (%) 27.6 23.3 Inc. frq. avg. 0.288 Data rate(Mb/s): 1024 nlags: 128 t_cohere infinite ion window (TEC)    0.00     0.00
A: az 333.0  el 42.3  pa 153.6 m: az 77.2  el 27.7  pa -77.8 u,v (fr/asec) 10624.933  -7535.805 simultaneous interpolator
Control file: cf_1234_gmva    Input file: /Exps/c181d/v2_pc1/1234/No0039/Am..0D459T    Output file: /Exps/c181d/v2_pc1/1234/No0039/Am.W.24.0D459T


